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PRELIMINARY AMENDMENT 



Commissioner for Patents 



p Box PATENT APPLICATION 

\Q Washington, D.C. 20231 

'% Sir: 

Poor to examination of the present Application, Applicants respectfully request that the 
,\j application be amended as follows: 

?=* In The Claims : 

I'l In accordance with 37 C.F.R. § 1 .21, please substitute for claims 5-1 1 the following rewritten 

{3 versions of the same claims, as amended. The changes are shown explicitly in the attached "Versions 

with Markings to Show Changes Made." 



5. (Amended) A wave device according to claim 2, wherein the plate is a polygon 
having an even number of sides and each respective pair of inputs is connected across an 
opposing pair of sides. 



6. (Amended) A wave device according to claim 2, wherein the plate is circular and 
each respective pair of inputs is connected to the plate across a diameter of the plate. 



7. (Amended) A wave device according to claim 1, wherein the output is positioned at 
substantially the antinode of the device. 
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8. (Amended) A wave device according to claim l t wherein the distance between a pair 
of inputs equals an integer number of the wave length of the wave transmitted by the inputs. 

9. (Amended) A wave device according to claim 1, further comprising power dividers 
for providing the pairs of inputs from the signal sources. 

10. (Amended) A wave device according to claim 1 , further comprising one or more 
additional pairs of inputs for setting up additional respective standing waves. 

1 1. (Amended) A method of operating the wave device according to claim 1, as a 
splitter, the method providing a power input at the output of the wave device and receiving 
divided power output from the first and second pairs of inputs. 
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REMARKS 

Applicants respectfully request that the foregoing amendments be made prior to examination 
of the present application. 



Date September 6. 2QQ1 



FOLEY & LARDNER 
Washington Harbour 
3000 K Street, N.W., Suite 500 
Washington, D.C. 20007-5109 
Telephone: (202) 672-5404 
Facsimile: (202) 672-5399 



-3- 

002.633868.1 



Respectfully submitted, 




/^Michael D. Kaminski 
/ Attorney for Applicant 
Registration No. 32.904 
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Versions with Markings to Show Changes Made 

5. (Amended) A wave device according to claim 2, [3 or 4] wherein the plate is a 
polygon having an even number of sides and each respective pair of inputs is connected 
across an opposing pair of sides. 

6. (Amended) A wave device according to claim 2, [3 or 4] wherein the plate is circular 
and each respective pair of inputs is connected to the plate across a diameter of the plate. 

7. (Amended) A wave device according to [any preceding claim] claim L wherein the 
output is positioned at substantially the antinode of the device. 

8. (Amended) A wave device according to[any preceding claim] claim 1. wherein the 
distance between a pair of inputs equals an integer number of the wave length of the wave 
transmitted by the inputs. 

9. (Amended) A wave device according to [any preceding claim] claim 1. further 
comprising power dividers for providing the pairs of inputs from the signal sources. 

10. (Amended) A wave device according to [any preceding claim] claim 1. further 
comprising one or more additional pairs of inputs for setting up additional respective 
standing waves. 

1 1 . (Amended) A method of operating the wave device [of any preceding claim] 
according to claim 1, as a splitter, the method providing a power input at the output of the 
wave device and receiving divided power output from the first and second pairs of inputs. 
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